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The bicycle of OpDieFiets.nl can be made ready-to-ride 
in six steps!

Important: Damage to the bicycle which is the result of faulty 
final assembly is not covered by the warranty. We urge you to leave the 
assembly to a professional or experienced friend in case:

1 Removing the packaging

Take the bicycle from the box and remove the packaging material. In 
case you use a knife or scissors make sure to not damage the paint.

wheel

Turn the bicycle upside down onto a soft 
cloth before starting the assembly of the 
front wheel. 
Remove the nuts from the front hub. 
Place the front wheel in the front fork and 
place the fender stays over the hub (1). 
Next, place the washers (provided in the 
envelope) and screw the nuts manually as 
far as possible.
Make sure the washers are on the outside 
of the fender stays. Check that the front 
wheel is positioned straight in the fork and 
tighten the nuts with spanner size 15. (2)

Keep the bicycle upside down. One pedal is mounted on the inner side of the correct crank. Unscrew this pedal (3) and 
mount it on the outer side of the same crank. Screw the pedal manually and clockwise into the crank without using the 
spanner (4). This procedure forces you to screw the pedal at a straight angle into the crank.

Only as soon you have screwed the pedal almost completely into the crank you can start using the spanner 15 to tighten 
the pedal further. Make sure you tighten the pedal with sufficient force.

Required tooling

• Soft cloth

• spanner size 15 for mounting the pedals and front      
 wheel

• spanner size 13 for adjustment of the saddle

• Allen size 6 for fixing of the handle bar

• Bicycle pump or car-tyre pump

Mounting the front 
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• You do not have the right tools available
• You do not have experience in (final)  
           assembling bicycles
• You feel insecure about the instructions   
           provided on these pages
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Mounting of  the pedals
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4 Mounting the handle bar

After you have mounted 
the front wheel and pedals  
turn the bicycle upright and 
unfold the stand to put it in 
its normal position. The end 
of the handle bar should 
be rotated as in the right 
picture. Next, insert the 
handle bar stem into the 
frame.

Place the handle bar stem 
at your preferred height 
but make sure that you the 
shaded part of the stem is 
inserted sufficiently far into 
the frame. This means that 
the indicated (shaded) area 
(7) is not visible.

Tighten the bolt on the top of the stem (8) with 
allen size 6. It can take a couple of turns before 
the handle bar tightens into the fork.

If needed, adjust the angle of the handle bar to the 
most comfortable position and tighten the nut again 
with allen size 6 (9).
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Mounting the saddle

Insert the saddle into the frame 
and adjust it to the right height. 
Make sure the saddle pin is 
inserted at least 6 cm into the 
frame and the shaded area is not 
visible (10). Tighten the nut with 
a spanner size 13.

Inf lat ing the t i res

Inflate the tires and make sure not to exceed the maximum pressure as indicated on the 
tire. In case you want to use a household bicycle pump use the connector-valve that is 
provided in the envelope. To increase the lifespan of your bicycle make sure to keep the 
chain well lubricated.
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